
INSTALLATION GUIDE

1. Determine the location of vents:
Evenly space the roof vents along the width of the roof, marking 
the location of all roof vents before cutting holes.  Centre the holes 
between the rafters within two feet (24”) from the peak of the roof.
Cut and prepare the opening:
Cut the holes in the sheathing before apply shingles.  Shingle up 

Cut the excess shingles away from the hole.
2. Position the vent and nail the vent in place:

vent is in the proper position centered over the opening.  Using the 
pre-marked nail holes, nail the vent securely into place.

3. Complete the shingle installation:

Cut the shingles around the top of the vent to match its shape.
Please Read Caution Below.

Adding Ventilation to Finished Roofs

1. Determine the location of the vents:
Determined how much additional ventilation is required and the best
location for the holes.  Inspect the attic to determine the location of 
rafters and other obstructions.  Evenly space the roof vents along the 
width of the roof, marking the location of all roof vents before cutting 
holes.  Centre the holes between the rafters within two feet (24”) from 
the peak of the roof.
Cut and prepare the opening:
Using a sharp knife, cut away shingles.  Cut through the sheathing using 

nails within 3” of the hole.  Cut  the shingles at the top of the hole to 
accommodate the molded peak of the roof vent. 

2. Position the vent:

beneath the shingles ensuring that the throat of the vent is centered on 
the hole.  The shingles should overlap 

3. Nail the vent into place:
Nail the vent into place, using the pre-marked holes.  Replace nails in 
the shingles as necessary to ensure a proper seal.
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WeatherPRO® PRO50 Slantback Roof Vent should comply with all local standards and 

for guidance.

3.

2.

1.

2.

1.

3.

Caution: 

non-petroleum product (usually available in a plastic tube).
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